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Understand the Lomakin Effect

» Parte

cliability leaders view every repair as an opportunity for
Rimpmvcment. After all, most process plants in Europe and

North America are more than 20 years old. It makes litde
sense to assume that the original equipment supplied in the 1970s is
up to the task of increasing requirements for reliability, efficiency, envi-
ronmental protection and safety.

One simple upgrade thar can be performed at the time of repair is
the installation of nonmerallic wear rings with reduced clearance. With
modern composite marterials, wear ring clearance can be reduced to
50 percent of the API recommended minimum standard. This change
increases pump reliability, efficiency and safery.

Part 1 of this series will address the reliability benefits. Part 2 will
address efficiency gains, and Part 3 will address safery.

This upgrade is not new, bur during the past few years, installing
nonmetallic wear rings has become a standard upgrade for many process
plants. After nearly two decades of field experience, nonmetallic wear s
rings have become part of the industry standard. AP/ 610 111th Edition
(I1S013709:2009), Centrifugal Pumps for Petrolewm, Petrochemical, and
Natural Gas Industries, recognizes the use of nonmetallic wear rings
with reduced clearance. | Flow velocity (v)

Figure 1a. Concentric rotor end view
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The Lomakin Effect i
Reducing the wear ring clearance in a centrifugal pump is a signifi-
cant reliability upgrade because it increases rotor damping and stiffness
in the pump. In more practical terms, reducing wear ring clearance

decreases vibration and shaft deflection.

The relationship between shaft deflection and reliability is clearly
known. Unfortunately, that wasn’t always true. The pump designs of
the 1960s, 1970s and 1980s did not anticipate current standards for
reliability and mechanical seal performance. The main problem with
these older pumps is that the shafts are typically too long, too thin and
too flexible. This results in excessive shaft deflection and inadequate
mechanical seal life.

clearance (c)

Figure 1b. Concentric rotor side view. Differential
The members of the API 610 committee recognized the flaws [ ERICREIERELGER DGR G0 IO R (08

pressure (Ps) produces an axial flow of liquid across

of older designs and from API 610 7th Edition onward have imple-
the wear rings.

mented design requirements to minimize shaft deflection. For new
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forces—much in the same way that shock
absorbers result in a smooth ride in a car.
Reduced clearance increases damping and
results in a more stable rotor (Mancini).

Figure 2. The airplane wing. Higher velocity over the top of the wing resulis in an area
of relatively lower pressure. Lower velocity under the wing results in a relatively higher
pressure. The result is upwards force (lift) that allows the airplane to fly.

single and two-stage pumps, API 610 11th Edition recom-
mends: “To obtain satisfactory seal performance, the shaft
stiffness shall limit total deflection...to under 0.05 millimeters
(0.002 inches) at the primary seal faces.” (American Petroleum
Institute)

For older pumps, the major pump manufacturers sell
upgrade packages thar replace the bearing housing, seal cham-
ber and shaft of the pump. The marketing marerial for these
products inevitably touts increased shaft stiffness and improved
mechanical seal life as advantages.

Certainly, both new pumps and retrofits are excel-
lent solutions to the problem of excessive shaft deflection.
Unfortunately, most process plants have hundreds of older
pumps that would benefit from an upgrade, and these options
are often economically viable for only a small segment of the
pump population.

The good news is that shaft stiffness comes from two fac-

Reduced clearance also increases shaft
stiffness. The additional stiffness is derived
from a positive corrective force which occurs
whenever the rotor becomes eccentric. It
works similar to an airplane wing (Figure 2),
where the difference in relative velocities cre-
ares a force due to differential pressure.

A similar situation occurs when a cen-
trifugal pump experiences shaft deflection.
‘The pump rotor is exposed to multiple loads such as the weight
of the roror, hydraulic forces and unbalance to name a few.
The result is shaft deflection and a rotor that runs off-center
(Figure 3a and 3b). When this happens, the axial flow across
the wear ring changes, with higher flow and velocity on the
side with larger clearance and lower flow and velocity on the
side with less clearance. The stiffness generated from these
forces is known as the Lomakin Effect.

Perhaps most important, the stiffness and damping are
located at the impeller where the pump has no bearing sup-
port. This strategic location gives the Lomakin Effect a great
deal of power in minimizing shaft deflection (Figure 5).

Combine the increased damping and stiffness, and a
pump with reduced clearance runs with lower vibration, less
shaft deflection and a longer life than a pump with standard
clearance,

tors—rotor design and wear |
rings. An older plant can use |
the power of the wear rings to

increase the shaft stiffness for |
hundreds of pumps. I

The stability gencrated |
by the wear rings is generally |
referred to as the Lomakin
Effect, which is driven by the ‘
differential pressure across the
rings. The wear ring is a bar- .
rier between discharge pres- |
sure (Pd) and suction pressure
(Ps). The differential pressure ‘
across this interface creates an i
axial flow velocity as shown in
Figures 1a and 1b.

The Lomakin  Effect |
can sometimes be confus- ‘
ing because it encompasses
two separate phenomena that ‘

Area of larger clearance and i ‘ p Ps
higher flow and velocity

Area of less clearance and
lower flow and velocity

N

Corrective I

occur at the wear rings: damp-
ing and stiffness. Damping
does not directly prevent shaft
deflection, but minimizes
rotor response to excitation

Figure 3a. Non-concentric rotor end view. Higher
axial flow will occur in areas with more clear-

ance; lower axial flow will occur in areas with
less clearance.

Force |

Figure 3b. Non-concentric rotor side view. The
relative difference in velocity (V1 > V2) results
in a net corrective force on the rotor—i.e. The
Lomakin Effect.
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Case Studies
The reliability impact from reduced wear ring
clearance has been documented in numer-
ous case studies during the past two decades.
A recent study looked at repair data, vibra-
tion data and seal leakage data for 61 pumps
installed in a North American refinery. The |
data was compiled for several years before
the installation of composite wear rings with
reduced clearance and for an equal period after |
the conversion (Aronen, Boulden, Russek). |
The results are shown in Table 1. |
After the conversion to composite wear |
rings with reduced clearances, the pumps were
significantly more reliable, ran with lower vibra-
tion and experienced fewer seal leaks. Several |
other individual case studies have shown simi-
lar results. Studies of older pumps have shown

Lomakin Stiffness Coefficient
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Figure 4. Inverse relationship of Lomakin stiffness coefficient to wear ring clear-

overall vibration levels reduced by as much as

90 percent (Komin, 1985). Other studies have shown
increased life and/or reduced vibrations in hydrocarbon
(Pledger), boiler feed water (Aronen, Plaizier, Sinclair)
and condensate services (DuPont).

[@) QI

This upgrade can be of particular benefit with older
designs. A 1997 paper highlighted the upgrade of sev- |

eral two-stage overhung pumps. The results from these
upgrades showed increased performance, reduced vibra-
tion and increased mean time between repair (MTBR)
(Pumps and Systems). Even though the two-stage over-
hung design is now considered obsolete, many of these
pumps continue to operate because replacement with a
berween-bearings design is cost prohibitive.

Cost of Upgrade

Upgrading with composite wear rings is pos- | Annual Repairs

N |

Figure 5. Lomakin-induced stiffness is located at the impeller where
the pump needs it.

(@) @)e)
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45 percent decrease in repairs

sibly the most cost-effective way to improve

the reliability of existing pumps. The upgrade Lavel

Average Overall Vibration

25 percent decrease in overall
vibration

can be performed as part of a standard repair,
does not typically require additional machin-

ery modifications and should not add sub- | services)

Annual seal leaks (VOC

67 percent decrease in recorded
seal leaks

stantial time or complexiry to the repair.

The upgrade cost of composite wear
rings is primarily the added expense of an
advanced composite material in place of a traditional mate-
rial, such as 400 series stainless steel, cast iron or bronze. The
cost varies widely based on the type and size of the pump.
For example, the added cost of composite material for a small,
single-stage pump should be less than $1,000. Whereas, for
a large, multi-stage pump, a composite material upgrade can
cost more than $15,000.

Keeping in mind this huge variation, experience suggests
that the average cost of a composite wear ring upgrade is in
the range of $3,000. At this price, a large process facility, such
as a refinery or petrochemical plant, could upgrade 50 pumps

Table 1

. Results from Refinery Study of 61 Pumps

per year for about $150,000. After a few years, the facility will
have upgraded several hundred pumps and have much more
reliable pumping capability.

Compare this to the price of the other upgrade options
that can increase shaft stiffness, new pumps or major mechani-
cal retrofits (typically provided by the OEM or a qualified
independent pump shop). These other alternatives can sub-
stantially increase pump reliability and in certain situations
they are absolutely necessary. Unfortunately, they cost much
more than an upgrade with composite wear rings, limiting the
number of services where these upgrades are justified.

Part One continues on page 6
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The Power of Wear
Rings: Efficiency

Robert Aronen, Boulden International

With a 50 percent decrease in clearance, efficiency is increased by 2 to 4 percent.

Second of Three Parts

pump reliability by increasing rotor stability—reduc-

ing vibration and shaft deflection—thereby increas-
ing the life of the mechanical seals. Part Two examines the
impact of pump wear ring clearance on pump efficiency.

For decades, pump designers have known that increas-
ing wear ring clearance leads to a loss of efficiency. However,
with meral wear rings, even the minimum clearance as speci-
fied by APIG10 is substantial. Because the clearance cannot
be reduced between two metal rings without an increased
risk of pump seizure, metal wear rings limit pump efficiency.

Using non-metallic wear rings, the metal-to-metal inter-
faces within the pump can be eliminated, and wear ring clear-
ance can generally be reduced by 50 percent. This change
produces a significant improvement in pump efficiency.

! )art One of this series discussed how wear rings impact

Pump Efficiency Impact

Wear rings act as a seal between the high-pressure and low-
pressure regions within a pump. Leakage past the wear rings
(Qu) recirculates within the impeller as shown in Figure 1.
The operators only see the flow coming out of the pump
(Q). The total energy consumption of the pump, however,
is a function of Q + Q;—the total flow through the impeller
(Lobanoff, Ross).

Obviously, if we reduce the wear ring clearance, we
reduce Q; and therefore reduce the power required to obtain
the same flow (Q) from the pump. As we will see, Q, is often
a substantial percentage of the total flow within the impeller.

The relationship between Q and Q) is a function of the
pump specific speed (Ns), which describes the hydraulic per-
formance of a pump. The calculation is:

N = RPM x {GPM

H:75
Where:
RPM = rortations per minute
GPM = gallons per minute flow at best efficiency
point (BEP)
Pump head in feet at BEP

H

t

Pumps with low specific speed values are said to have
“radial flow” impellers. These pumps put up high heads at
relatively low flow rates—such as boiler feed warter pumps.
Conversely, pumps with high specific speed values are said to
have “axial flow” impellers. These pumps put up low heads
with large flow rates—for example, cooling water pumps.

The relationship between efficiency, wear ring clear-
ance and specific speed has been well documented. In 1946,
Stepanoff published a chart showing the efficiency loss for a
single-stage, double-suction pump with a doubling of wear
ring clearance as a function of specific speed. In 1985, Bloch
published a similar chart for a single-suction pump show-
ing the efficiency loss when wear ring clearance increased for
pumps of various specific speeds.

If we take this data and use it to estimate the efficiency
gain from a 50 percent reduction in clearance, we can plot
the data on a curve (Figure 2).

Next, we can compare test data and field studies to the
chart. Several studies provide enough information to calcu-
late the pump specific speed, show the degree to which the
clearance was reduced and quantify the efficiency gain. Some
of these studies are field case studies, and some are from
pump test stands. The darta is shown in Table 1.
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To compare this darta to the plot shown in Figure [
2, the last three values must be adjusted to approximate
what would occur with a 50 percent reduction in clear-
ance. Because leakage flow is mostly linear with clearance, |
we can approximate the efficiency gain at a 50 percent |
reduction in clearance by using a linear extrapolation of ‘
the efficiency gain. For example for the data point Test
Stand 2. a 50 percent reducrion in clearance should |
produce nearly double the efficiency gain of the 27 per- |
cent reduction in clearance which was used in the actual ‘
test. Making these adjustments, the curve from Figure
2 marches quite well with the field and test stand data |
(Figure 3). '

Bear in mind that Figure 3 shows the efficiency gain

Efficiency Gain
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Figure 2: Efficiency Gain from 50% Reduction in Wear Ring Clearance

from a 50 percent reduction in wear ring clearance com- e - -
pared to the API minimum clearance for a pump running Source Pump Specific _‘4’ Reduction | % Efﬁc_'ency
at BEP. Several other situations exist in which efficiency Speed in Clearance Gain
gains will be substantially larger, such as: Field Study A 1,000 50% 5%
* Multistage pumps, which have multiple leak paths in Field Study B 1,500 50% 2.2%

:ﬁdi;ic;ln tlo t:ae wear }:ingi,]a.nd clmin}% thf% c!earance_at Test Stand 1 1,500 60% 25%

of the leakage paths will increase the efficiency gain S 1.000 0 00

* Pumps for which the wear ring clearance can be

reduced by more than 50 percent Test Stand 3 500 78% 10%

Pumps for which reducing the clearance also mitigates
cavitation

Savings
Reducing the wear ring clearance to 50 percent of the API stan-
dard will save a plant a substantial amount of money. Consider
a population of pumps with total online horsepower of 25,000
horsepower—typical for a 100,000-barrels-per-day refinery. A
3 percent efficiency gain over the entire pump population will
decrease power usage by 4.9 million kilowatr hours. Annual
savings will be a function of the local cost of power (Table 2).
These savings do not include local incentives for reducing
power consumption or other savings, such as avoiding the need
for a new substation.

Cavitation

Reducing the internal leakage within the pump also reduces
the net positive suction head required (NPSHR). Therefore,
pumps with reduced wear ring clearance are less likely to cavi-
tate. This was the topic of an entire article in Pumps & Systems,
July 2009, (Henshaw). The article included a complete pump
curve showing the impact of reduced clearance on all aspects of
pump performance (Figure 4).

At BEP, the NPSHR was almost 10 feet lower after the
wear ring clearance was reduced. For most pumping systems,
the only other way to create such a large amount of additional
NPSH margin is to increase the height of the suction vessel.

Conclusions
For typical process pumps, reducing wear ring clearance by 50
percent will produce an efficiency gain in the range of 2 to 4

Table 1. Field studies and test stand data of efficiency

gain versus wear ring clearance
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Figure 3: Efficiency gain from 50 percent reduction in wear
ring clearance
$/kwh = Annual Savings
$0.05 $245,000
$0.075 $367,000

$0.10 $490,000
$0.125 $612,000

Table 2. Annual savings from 3 percent efficiency gain
on 25,000 horsepower of pumping capacity

percent. The exact gain will be related to the pump’s specific
speed, the pump type, how much the clearance can be reduced
and where the pump operates on the curve. In addition to the
cfficiency gain, the pump will also have a lower NPSHR at
most flow rates, reducing the risk of cavitation, which will pro-
vide additional reliability and efficiency improvement.

[ Pump Specilic Speed |
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Figure 4. The impact of reduced wear ring clearance on pump
Source: Pumps & Systems, July 2009

performance

So far, this series has explored the reliability and efficiency
benefits of using non-metallic wear rings with reduced clear-
ance. Next month, Part Three (the last installment) will exam-
ine the safety aspects of upgrading pumps with non-metallic

wear rings. P&S
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Part One continued from page 3

Conclusions

Upgrading centrifugal pumps to composite wear rings with
reduced clearance is a major reliability upgrade that can be exe-
cuted at the time a pump is repaired. The reduction in clear-
ance results in increased shaft stiffness—addressing one of the
major problems with many pumps, particularly older designs.
Case studies have shown this upgrade to result in fewer repairs,
lower vibration and fewer mechanical seal leaks.

Compared to other upgrade methods that improve rotor
stiffness, composite wear rings offer a cost-effective merhod
of improving reliability for a large population of pumps.
Furthermore, this investment pays off not only in terms of
reliability but in reduced energy consumption. The efficiency
benefits of this upgrade will be the topic of Part 2.

P&S
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The Power of Wear
Rings: Safety

Robert Aronen, Boulden Company

Nonmetallic wear rings can increase safety by reducing the risk of pump seizure.

Third of Three Parts

i irlﬁ“’ art One of this series addressed potential reli-

[1 # ability improvements from using nonmetal-
A lic wear rings with reduced clearance. Part
Two evaluated the efficiency gains from reduced
clearance. In this final look at pump wear rings,
the safety impact of nonmerallic rings with reduced
clearances is examined.

Whether a plant uses metal wear rings or non-
metallic wear rings, it has a responsibility to have
the necessary safeguards in place to ensure safe
operation. This obligation does not go away with
nonmetallic wear rings. However, under certain
circumstances, nonmetallic wear rings can mitigate
the damage from off-design events.

Pump Seizure

Wear rings are the primary interface between
rO[:{ting .'.'lnd st:lti(}n:ll'y p;ll'[s in thc pump. Undfl’
normal operating conditions, little contact occurs
at the wear rings.

However, hard contact can occur at the wear
rings when the pump experiences off-design conditions such as
dry running, zero-flow operation or an external event—such as
a failed bearing. These circumstances can expose the difference
between meral and nonmetallic wear rings.

Metal

With metal wear rings, an inherent risk of seizure exists—high-
speed contact between rotating and stationary parts, welding
the parts together.

Seizure is an uncommon failure mode but is highly unde-
sirable. When a pump seizes, the rotor often stops abruptly.
This can cause broken shafts, failed seals, broken couplings,
release of product to atmosphere and all the other negative con-
sequences that can stem from product release.

Figure 1. Impeller after incident

To avoid seizure with metal wear rings, APIG10 recom-
mends minimum clearances and “a difference in Brinell harness
number of at least 50 unless both [wear] rings have a Brinell
hardness number of at least 400.”

‘These guidelines reduce but do not eliminate the risk of
seizure.

Nonmetallic

With the use of nonmetallic wear rings, the ordinary metal-to-
metal interfaces within the pump can be eliminated, and clear-
ances can be reduced. Extensive industry experience has shown
that nonmerallic marerials do nort seize in the same manner as
metal parts. Therefore, a rapid stopping of the pump rotor is

highly unlikely.

a PUMPS & SYSTEMS reprint

WWW.pump-zone.com

MAY 2011 7



Practice & Operations

Figure 2. Composite material case wear ring after incident

Example

Consider the impeller shown in Figure 1. A foreign metal
object entered the process stream and lodged itself inside the
impeller. The event created very high vibrations and extreme
impact loads on the wear rings.

Fortunately, this pump was fitted with stationary compos-
ite wear rings as shown in Figure 2. The operators heard the
noise, shut the pump down and put the spare pump into ser-
vice without incident. The pump did not seize. No damage to
the major pump components occurred except for the impeller,
and hazardous product was not released to the armosphere.

Wear Ring Clearance

With metal wear rings, a common practice when faced with
pump seizure is to increase the wear ring clearance. As discussed
in the first two parts of this series, increased clearance reduces
the reliability and efficiency of the pump. Increased clearance
can also lead to “excessive vibration, driver or pump bearing
failure, shaft breakage, driver overloading and possible total
pump destruction.” (Bloch & Geitner, p. 35)

Conversely, with reduced wear ring clearance, as discussed
in Part One of this series, the pump rotor will benefic from
additional stiffness and damping, which can reduce vibration;
shaft deflection; and the related loads on the critical pump
components such as the bearings, drivers and seals.

Material Selection

When selecting a nonmetallic wear ring material, users should
consider what happens to the wear rings during off-design
operation. Heavily loaded contact between rotating and sta-
tionary parts is likely. As in the example above, the rings could
experience impact loading. If the pump runs dry, heat will be

generated, and potentially, thermal shock may
occur when the liquid flow is restored.

To withstand these forces, some of the mate-
rial properties to consider are wear resistance,
impact resistance, thermal shock resistance and
the coefficient of thermal expansion. No mate-
rial is indestructible, bur with consideration of
the above factors, nonmetallic wear rings should
remain intact during all but the most extreme off-
design events.

Conclusions
Centrifugal pumps are generally safe. However,
off-design operation can sometimes lead to exten-
sive damage due to seizure at the metal wear rings.
With metal wear rings, the traditional solution has
been to increase the clearance at the expense of
reliability, efficiency and rotor stability.
Nonmertallic materials allow the user to
climinate the metal-to-metal interfaces within
the pump and reduce the clearance. This upgrade
improves reliability and efficiency, while mini-
mizing the risk of seizure and mitigating damage to the pump
during off-design events. Conversely, if a plant avoids one
major event through the use of nonmetallic wear rings, the sav-
ings from that one event can easily justify the upgrade of hun-
dreds of pumps.
P&S
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